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SPECIFCATION  FOR  APPROVAL

 CUSTOMER:

 DESCRIPTION: 2511

 CUSERTOMER PART NO: A25018

 APPROVED  SIGNATURES

‰ APPROVAL:

 ENGINEERING:

 QC:

 DATE:

 DATE:

 DATE:

: Ҍ

®

 Specifications
1.  Poles: 3P
2.  Current rating: /  AC,DC

4.  Temperature range: -25  to +105
    ( )
    (Including temperature rise in applying electrical current)

3.  Voltage rating: /  AC,DC

7.  Withstanding voltage: /  AC/minute
6.  Insulation resistance: /

5.  Contact resistance:  Initial value / /
     After environmental testing / /

9.  Applicable PC board thickness: /
8.  Applicable wire: /

Green Pro
du

ct

ISO
9001Q

U
A

L I T
Y A S S U R E D

F I R
M

RheinlandTÜV
®

Precisely Right. REACH
®



Web:www.lhecn.com     www.lhe.en.alibaba.com     Tel:86-0577-62383668  0577-62383212  Fax:86-0577-62382566 page 1 of 47

2511
®

(COVER) 1

(DESCRIPTION OF ITEM NUMBER) 2

(DRAWING) 3

(PERFORMANCE TEST 4

(TEST REPORT) 8

(CERTIFICATION) 11

PA66 RoHS (PA66 RoHS REPORT) 21

 RoHS (TERMINAL RoHS REPORT) 32

MSDS 40

(FEEDBACK AND SUGGESTIONS) 47

 Check:  DATE:

‰ Approval:  DATE:

└  Edit:  DATE:Ԋ 2024-08-09

֒ 2024-08-09

ᵃ 2024-08-09



Web:www.lhecn.com     www.lhe.en.alibaba.com     Tel:86-0577-62383668  0577-62383212  Fax:86-0577-62382566 page 2 of 47

2511  Description of item number
®

 WAFER

A: Wire to Board Connectors
F: FFC/FPC Connectors
I : IDC

 Series Number

                               WV=  Straight Angle
                               WR=  Right Angle

SV=  V-SMT
Product Category: SR=  R-SMT

-DH

                               DB= +
                               B=  All inclusive
                               DH= +

( )H=  High box type
Feature Category: D=  Fixed

WVB

 ( )
Same Series Different Type: B~ZZ

02

 The Pin Number of Single Row: 01~**

X2 - N* - C* - ** - **

 The Pin Number of Several Row: X2~X* ( )

                              1=PA66                      6=PBT
                              2=PA66=G=
                              3=PA46                      7=PPO

4=PA6T 8=LCP
Housing Material: 5=PA9T                      9=U=PA66-UL

                                V2 UL ( )
                                V0 UL

Z= (IEC60695/GB/T5169) ,
Housing Material Specialty: GWIT750 ,GWFI960

                         OR=  Orange
                         P=  Pink
                         R=  Red
                         VI=  Violet
                         Y=  Yellow
                         GY=  Gray
                         BK=  Black
                         G=  Green
                         BL=  Blue
                         BR=  Brown
                         TR=  Transparent
                         W=  White

         EC=  ECRU
Housing Color: TG=  Transparent Green

3/4/5/8
7
1/2/6/9

( )

HF,

:* !

- * - ** - ** - ** - **

Other Special Requirements: :SE( 5N)

N ,* ( N1.2.5)( )
C ( ɹ )* ( )

Point Style:K ,K2.4 2 , 4 , ( )
         P=  Phos.Bronze

Contact Material: B=  Brass

                                    0=  None
                                    1=  Nickel Plating
                                    2=  Tin Plating
                                    3=  Matt Tin-Nickel Plating
                                    4=  Tin-Lead Plating
                                    5=  Tin-Cu Plating
                                    6=  Silver-Nickel Plating
                                    7=  Gold-Nickel Plating
                                    8=  Half Gold-Nickel Plating

      9=  Half Gold-Tin Plating
Surface Processing: 10=  Tin-Nickel Plating   B10 (A5001 B3)

A25018 - **

Customer Special Code: ,



C-C
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2511
®

2511
A25018

LHE\GC-3
Nylon 66 UL94V-0

└ Ԋ2024-08-09
֒ 2024-08-09

‰ ᵃ 2024-08-09

Ὲ (mm)
>0~3
>3~18

>18~50
>50~120

X°
X.X°

±0.12
±0.15
±0.3
±0.5
±3°

±0.5°

ᶛ 3:2

123456

A

B

C

D

E

F

G

H

®

C

C

18
±0

.5
10

±0
.50.64±0.05

7±
0.

2

5±
0.

25

5.4_0.3

24
17

.7
±0

.3
m4±0.3

12.7±0.3

10±0.3

6.
8±

0.
2

5±0.2
2.5±0.1

Poles Part No. Description
3 A25018-WVG03-N2 2511-3A2(2)

                    
 Housing Nylon 66 UL94V-0 1 LHE\GC-3 White( )

 Long needle  Brass Tin 2
 Short needle / /
 Paper tape

 Adhesive tape

3D



Z
1: 4
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2511
®

2511-A
A25018-WVG

LHE\GC-4
/

└ Ԋ2024-08-09
֒ 2024-08-09

‰ ᵃ 2024-08-09

Ὲ (mm)
>0~3
>3~18

>18~50
>50~120

X°
X.X°

±0.12
±0.15
±0.3
±0.5
±3°

±0.5°

ᶛ 1 : 10

123456

A

B

C

D

E

F

G

H

®

Z

Part No. Description Qty/reel Reel/caton
A25018-WVG03-N2 2511-32(2)A / /

:
1.  2511-NA .
2. , .
3. 2~3 /4 ( ) 24PCS, 1000PCS,
    4 ( )/5~8 12PCS, 500PCS.
4. , .
5. ( ) .

Ū
Ū

Ū

Ū
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2511  PERFORMANCE TEST
®

 Item  Test Condition  Requirement

1.
Appearance

  Visual by eye
 Light: >1.0
 Lamp: 200~300Lx

 Space: 0.3~0.5m
GB/T 5095.1 Method 1a

2. /
Terminal/Housing
Retention Force

, 
;

25mm/minɺ
Apply axial pull out force at
the speed rate of not more
25mm/min on the pin
assembled in the housing.
GB/T 5095.8 Method 15d/EIA-364-29B

/

3. 
Insertion and

Withdrawal Force

PIN
1mm/s~5mm/s

ɺ
Insertion and withdraw
single contact at the
speed rate of 1mm/s~5mm/s.

1. ɹ ɹ
   ɺ
   Plastic part:smooth and flat surfa
   ce without discolor,broken,crack
   distortion defects is acceptable.
2. ɹ ɹ
   ɺ
   Metal part:btight and even surface
   without rust,oxide,fog and obvious
   physical damage defects is accep
   table.
3. ɹ
   ɺ
   Wire:clearing surface without dis
   color,broken defects,indistinct w
   ords  and mark is acceptable.

1mm/s~5mm/s
ɺ

Insertion and withdraw connectors at the speed rate of 1mm/s~
5mm/s.
GB/T 5095.7 Method 13b/EIA-364-13B

Poles

( N)
Insertion(N Max)

( N)
Withdrawal(N Min)

1st 1st

5. 
Crimping Pull Out

Force

,
;

25mm/minɺ
Fix the crimped terminal,
apply axial pull out force on
the wire at the speed rate
of not more  25mm/min.
GB/T5095.8 Method 16d/EIA-364-08B

4. 
Pin Retention Force

, 
;

25mm/minɺ
Apply axial push out force at
the speed rate of not more
25mm/minute on the terminal
assembled in the base.
GB/T 5095.8 Method 15a/ EIA-364-29B

/

/

/

/

/

/

/

/

/

/

/

1 / /
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2511  PERFORMANCE TEST
®

 Item  Test Condition  Requirement

6. 
Vibration

, , 100mA;
, 10~55Hzɹ 1.5mm;

10 ɹ2 ɺ
Frequency: 10~55Hz Amplitude: ±1.5mm
Duration: 2 hours in each X,Y,Z axes
GB/T 5095.4 Method 6d/EIA-364-28D

7.
Shock

, X,Y.Z 3 ( 18 ),
100mA ɺ

:490m/s²     :11ms
Mated connectors and subject to the following shock
conditions,3times of shock shall be applied for each 6 directions
along 3 mutually perpendicular axes,passing DC 100mA current
during the test(Total of 18 shocks)Test Pulse:
Half Sine Peak Value:490m/s²     Duration:11ms
GB/T 5095.4 Method 6c/EIA-364-27B

8. 
Repeated

insertion/withdrawal

10 , 50 ɺ
When mated up to 50 cycles repeatedly by the rate of 10 cycles
per minute.
GB/T 5095.5 Method 9a/EIA-364-09C

Appearance

Appearance No Damage

Contact Resistance
LLCR

/

10. 
InsuIation Resistance

, 500V DC ɺ
Apply 500V DC between adjacent terminal or ground.
GB/T 5095.2 Method 3a/EIA-364-21C

9. 
Contact Resistance

, ɺ
Mate connectors,measure by dry circuit.
GB/T 5095.2 Method 2a/EIA-364-23B

/

Appearance No Damage

No Damage

Contact Resistance
LLCR

/

/

11. 
Dielectric Strength

50Hz / AC( ),
1mA , 1minɺ

Mate connectors, apply / AC for 1 minute between adjacent
terminal or ground.
GB/T 5095.2 Method 4a/EIA-364-20B

No Breakdown

 Intermittence Ƌ1  sec

12. 
Temperature Rise

, ɺ
GB/T 5095.3 Method 5a/EIA-364-70A Temperature Rise Ƌ30

13. 
Heat Resistance

, +105 ±2 96 , 
1~2

Mated connectors are exposed to a temperature of +105 ±2
for 96 hours.
GB/T 5095.6 Method 11i /EIA-364-17B

14. 
Clod Resistance

, -25 ±2 96 , 
1~2

Mated connectors are exposed to a temperature of -25 ±2  for
96 hours.
GB/T 5095.6 Method 11i /EIA-364-17B

/Contact Resistance
LLCR
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2511  PERFORMANCE TEST
®

 Item  Test Condition  Requirement

15. 
Humidity

 Temperature: 40±2
 Relative Humidity: 90%~95%
 Duration: 96h, 2

GB/T 5095.6 Method 11c/EIA-364-31B

16. 
Temperature cycle

Dielectric Strength

17.
Salt Spray

* , 
5%±1( ) , 

24 , 
ɺ 1~2 ɺ

24 hour exposure to a saltspray from the 5%±1 solution.
GB/T 5095.6 Method 11f/EIA-364-26B

Appearance

(
; , 

ɺ)
Appearance:No Damage(No erosion
with material exposed.And with plat
ing material,slight erosion on the cut
ting surface acceptable)

19. 
Resistance to
Soldering Heat

( 260 ±5 );
5±1 , 1 ɺ
Soldering time: 5±1 sec    Solder Temperature:260 ±5
GB/T 5095.6 Method 12d/EIA-364-56A

18. 
Solderability

( 235 ±5 )2±0.5 ɺ
Soldering time: 2±0.5 sec    Solder Temperature:235 ±5
GB/T 5095.6 Method 12a/EIA-364-52

ƌ90%
90% of immersed area must show no
voids,pin holes

No Damage

/

Insulation
Resistance

/

Appearance

20. 
Glow Wire

( GWT750
 Only for

GWT750 products )

750C
:(30 1) s

: 10mm/s~25mm/s
:(7 0.5) mm

750'C elow wire contacts with mated connector.
Time: (30+1) s
Speed of closing to and leaving: 10mm/s-25mm's
Depth that glow wire penetrates mated connector: ( 7-05
mm
GB/T 5169.10

1. 2sɺ
The time that mated connector burns
is not more than 2s.
2ɹ 30s

ɺ
30s after glow wire leaves mated
con
nector, it does not burn or is no
incand
escence and it does not fall
something
or falling something does not burn.

Contact Resistance
LLCR

/

21. ( )
Acid resistance(SO2)

,3_1ppm,

40_2 .96 

Mated connector,3 1ppm,40_2
Duration 96hours
GB/T2423.51

/Contact Resistance
LLCR

No Damage

, :
a) -25 ±2 0.5 ;
b) +105 ±2 0.5 ;

a) b) , 5 ɺ 1h ɺ
1 ɺ

Mated connectors are exposed to 5 cycles of:
a)-25 ±2   0.5hour b)+105 ±2   0.5hour
GB/T 5095.6 method 11d/EIA-364-32C
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2511  PERFORMANCE TEST
®

 Item  Test Condition  Requirement

└  Edit: Ԋ  DATE: 2024-08-09

 Check:  DATE: 2024-08-09

2024-08-09 DATE:‰ Approval: ᵃ
֒

* ɺ , ɺ

22.
Ammonia test Contact Resistance

LLCR
/

 25
mL/L  3%  NH3 7
Mated connector is put into
atmosphere that rated 25 ml/L of 3%
NH3 for 7 hours
GB/T2423.51
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2511 Conditions for soldering
®

       : , ɺ ,
ɺ

       Note: The minimum required heat resistance of the section is to evaluate the welded components. Heat transfer method is used
for hot air convection in reflow welding. The actual air temperature used to achieve the specified profile depends largely on the reflux
device.

15
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s
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s
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s
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s
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s
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s
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s
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s
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15
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14
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5s

12
0s

11
5s

10
0s

10
5s95

s

90
s

13
0s

30

60

45

90

105

75

165

195

180

150

135

120

255

225

240

210

300

285

270

Pre-Heat 150 ~180    90s±30s  ū

Ũ ƌ230   20s±10s

 TEMPERATURE CONDITION GRAPH

 Pb-free reflow profile requirements

 Parameter

 Average Temperature Gradient Preheating

 Soak time

180  Time above 180

150  Time above 150

 Peak temperature in reflow

250  Time above 250

 Temperature gradient in cooling

Tpeak

T3

T2

T1

tsoak 2-3

 Reference  Specification

minutes

60s

50s

2±0.5s

255 (-0/+5 )

2.5 /s

Max -5 /s

ƌ250  2s±0.5s    Ƌ260  Ū



® Ὲ
ZHEJIANG LIANHE ELECTRONICS CO.,LTD.

 
R E L I A B I L I T Y T E S T R E P O R T ̔2022-03-27

(Needle flame experiment)

(Test Purposes)  AB11069W-S16-10 ֟ ᴆҊ ‰
Determine if the AB11069W-S16-10 Does the product meet the standard
requirements under the condition of needle flame

ᴆ(Test Conditions)  35±2Ņ
Temperature 35 ± 2 Ņ;

(Test Method) ֟ ⱴ ҹ 12sȂ 12mm±1mm
The test flame was applied to the product for 12 s. Flame height 12
mm ± 1 mm

‰(With Reference to GB/T5169.5-2008

∞ ‰(Test Standard ) a. ̆ ғ
b. ̆ ᴆ 30sӊῤ ̆ tb̖
30s, ғ ᴆ ῃ ץ̆ Ȃ
a. The test sample has no flame and heat, and the specified bedding or
wrapping paper does not ignite
b. After removing the needle flame, the flame or burning heat of the test
sample and the surrounding parts will be extinguished within 30s, i.e. TB
< 30s, and the surrounding parts are not completely burnt out, and the
specified underlay or wrapping silk paper does not ignite

(Test Equipment̃
Needle flame testing machine

̂Test Program̃ ŕ ŕ ꜚ ŕ ŕ

(The test results)

 Test Picture

Items
1 2 3 4   5 

ѿ
group1

   /
ԋ

group2
    /

 results OK OK OK OK OK /

∞
(The
results
determine)

The Number of Samples
8PCS

The Number of
competency

10   Results

OK
Ҍ Unqualified 0

 Appearances OK

 (Approved)        (Testing Person) fi                 ᷀
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®



® Ὲ
ZHEJIANG LIANHE ELECTRONICS CO.,LTD.

 
R E L I A B I L I T Y T E S T R E P O R T ̔2022-03-27

Ҝ (Glow wire experiment)

(Test Purposes)  AB11069W-S16-10 Ҝ ֟ Ҝ ᴆҊ ‰
Determine if the AB11069W-S16-10 Does the product meet the standard
requirements under the condition of glow wire

ᴆ(Test Conditions) Ҝ (GWIT) ṿҹ ⱴ 25K( ԍ 900Ņ 930Ņ↕ 30K,960Ņ ҹ
GWIT:>960/ )
Gwire ignition temperature(GWIT)recorded value is the starting temperature plus
25K(for 900Ņ and 930Ņ is 30K,960Ņ is GWIT:&gt;960 / thickness)

(Test Method) ⱴ ҹ 30sȂ 750Ņ
The test flame duration was 30 s. Test temperature: 750 Ņ

‰(With Reference to) GB/T 5169.12-2006 GB/T 5169.13-2013 .

∞ ‰(Test Standard ) ̆ ғ Ȃ
The test sample has no flame and heat, and the specified bedding or wrapping
paper does not ignite

̂Test Equipment̃ Ҝ ת
Glow-wire tester

̂Test Program̃ ŕ ŕ ꜚ ŕ ŕ

(The test results)

 Test Picture

( X X )
(Ņ)

(Ti) (Te)
GWIT GWFI

ᵝ:mm ᵝ: ∞ :PASS FAIL

A66V0 002 60X60X2.5 750

1ҩ Ҍ / Ҍ ,
PASS

(GWIT:775/2.5)
PASS

(GWFI:750/2.5)
2ҩ Ҍ / Ҍ ,

3ҩ Ҍ / Ҍ ,

A66V0 002 60X60X2.5 775

1ҩ Ҍ / Ҍ ,

FALL
PASS

(GWFI:775/2.5)
2ҩ Ҍ / Ҍ ,

3ҩ 8 26 , ᵖ
, 26S

A66V0 002 60X60X2.5 800

1ҩ 6 32 , ᵖ
, 32S

FALL
PASS

(GWFI:800/2.5)
2ҩ 5 31 , ᵖ

, 28S

3ҩ 6 33 , ᵖ
, 33S

(The test
requirements)

1. Ҝ (GWIT) ṿҹ ⱴ 25K( ԍ 900Ņ 930Ņ↕ 30K̆960Ņ ҹ GWIT:>960/ )̔
2.֟ Ҝӊ Ů30s̆ TeŮTâ ⱴ ̃+30S̆ ғ ̆
↕ Ҝ ̂GWFĨ ҹ PASS̆ ҹ GWFI: / ̔
3. Ҝ Ta( ⱴ )ҹ 30S̆↕ TeŮ60S
4. 3ҩῒҬ 1ҩҌ ↕ ҹҌ ̔.

 (Approved)        (Testing Person) fi                        ᷀
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ECBT2.E364711 - Connectors for Use in Data,
Signal, Control and Power Applications -

Component

Connectors for Use in Data, Signal, Control and Power
Applications - Component

See General Information for Connectors for Use in Data, Signal, Control and Power Applications - Component

ZHEJIANG LIANHE ELECTRONIC CO LTD E364711
Chuangxin Road, YueQing Bay Port Zone
Yueqing, Zhejiang 325600 CHINA
Connector, Model(s) 1.58-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW., 1.58-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 1.58-LHE followed by 2, followed by 1 thru 12, followed by A(T).

Connector, Model(s) 1.58-LHE, f/b 2 thru 6 , f/b A(T)., 1.58-LHE, f/b 2 thru 6, f/b Y(T), 1.58-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T).,
2510-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 2510-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 2510-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 2510-LHE, f/b 2 thru 6 , f/b A(T), 2510-LHE, f/b 2 thru 6, f/b Y(T), 2510-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
5.08-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5.08-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5.08-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 5.08-LHE, f/b 2 thru 6 , f/b A(T), 5.08-LHE, f/b 2 thru 6, f/b Y(T), 5.08-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
51005-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 51005-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 51005-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 51005-LHE, f/b 2 thru 6 , f/b A(T), 51005-LHE, f/b 2 thru 6, f/b Y(T), 51005-LHE, f/b 2, f/b 1 thru 12 , f/b Y
(T), 51006-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 51006-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 51006-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 51006-LHE, f/b 2 thru 6 , f/b A(T), 51006-LHE, f/b 2 thru 6, f/b Y(T), 51006-LHE, f/b 2, f/b 1 thru 12 , f/b Y
(T), 5102-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5102-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5102-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 5102-LHE, f/b 2 thru 6 , f/b A(T), 5102-LHE, f/b 2 thru 6, f/b Y(T), 5102-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
5240-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5240-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5240-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 5240-LHE, f/b 2 thru 6 , f/b A(T), 5240-LHE, f/b 2 thru 6, f/b Y(T), 5240-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
5500-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5500-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5500-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 5500-LHE, f/b 2 thru 6 , f/b A(T), 5500-LHE, f/b 2 thru 6, f/b Y(T), 5500-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
5557 followed by 2 thru 6, followed by A(T), 5557 followed by 2 thru 6, followed by A2 or AW, 5557 followed by 2 thru 6,
followed by Y(T)

Connector, Model(s) 5557 followed by 2, followed by 1 thru 12, followed by A(T).
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Connector, Model(s) 5557 followed by 2, followed by 1 thru 12, followed by A2 or AW

Connector, Model(s) 5557 followed by 2, followed by 1 thru 12, followed by Y(T)

Connector, Model(s) 5559-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5559-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5559-LHE followed by 2, followed by 1 thru 12, followed by A(T).

Connector, Model(s) 5559-LHE, f/b 2 thru 6 , f/b A(T), 5559-LHE, f/b 2 thru 6, f/b Y(T), 5559-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
5566-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5566-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5566-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 5566-LHE, f/b 2 thru 6 , f/b A(T), 5566-LHE, f/b 2 thru 6, f/b Y(T), 5566-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
5569-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5569-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5569-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 5569-LHE, f/b 2 thru 6 , f/b A(T), 5569-LHE, f/b 2 thru 6, f/b Y(T), 5569-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
5600-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 5600-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 5600-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 5600-LHE, f/b 2 thru 6 , f/b A(T), 5600-LHE, f/b 2 thru 6, f/b Y(T), 5600-LHE, f/b 2, f/b 1 thru 12 , f/b Y(T),
63080-LHE f/b 2 , f/b 1 thru 12, f/b A2 or AW, 63080-LHE f/b 2 thru 6, f/b A2 or AW

Connector, Model(s) 63080-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) 63080-LHE, f/b 2 thru 6 , f/b A(T), 63080-LHE, f/b 2 thru 6, f/b Y(T), 63080-LHE, f/b 2, f/b 1 thru 12 , f/b Y
(T), B2502 followed by 2 thru 16, followed by Y(T), BH3.5-2A(T), BH3.5-2Y(T), MX3.0 followed by 2 thru 12, followed by A(T),
MX3.0 followed by 2 thru 12, followed by A2 or AW, MX3.0 followed by 2 thru 12, followed by Y(T)

Connector, Model(s) MX3.0 followed by 2, followed by 1 thru 12, followed by A(T).

Connector, Model(s) MX3.0 followed by 2, followed by 1 thru 12, followed by A2 or AW

Connector, Model(s) MX3.0 followed by 2, followed by 1 thru 12, followed by Y(T)

Connector, Model(s) PA-LHE f/b 2, f/b 1 thru 12, f/b Y(T), PA-LHE followed by 2 thru 12, followed by A(T)

Connector, Model(s) PA-LHE followed by 2 thru 12, followed by A2 or AW

Connector, Model(s) PA-LHE followed by 2 thru 12, followed by Y(T)

Connector, Model(s) PA-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) PA-LHE followed by 2, followed by 1 thru 12, followed by A2 or AW

Connector, Model(s) PH, PHB, XHB, JC25, SCN followed by -2 thru -20, followed by Y(T), A, AW or AWD

Connector, Model(s) PHB followed by 2 thru 16, followed by Y(T). followed by 2 thru 16, followed by AWD, A, AW

Connector, Model(s) Series 1.25, 1254, 1255 followed by -2 thru -25, followed by Y(T), A or AW

Connector, Model(s) Series 5264 followed by -2 thru -16, followed by Y(T), A or AWD

Connector, Model(s) SM followed by -2 thru -18, followed by Y(T) or A(T)

Connector, Model(s) VH, 3.96 followed by -2 thru -16, followed by Y(T), A, AW or AWG

Connector, Model(s) XA-LHE f/b 2, f/b 1 thru 12, f/b Y(T), XA-LHE followed by 2 thru 12, followed by A(T)

Connector, Model(s) XA-LHE followed by 2 thru 12, followed by A2 or AW

Connector, Model(s) XA-LHE followed by 2 thru 12, followed by Y(T)

Connector, Model(s) XA-LHE followed by 2, followed by 1 thru 12, followed by A(T)

Connector, Model(s) XA-LHE followed by 2, followed by 1 thru 12, followed by A2 or AW

Connector, Model(s) XH followed by -2 thru -20, followed by Y(T), A, AW, AWGD, AWD or AWGDJ

Connector, Model(s) ZH followed by 2 thru 16, followed by AWD or A, ZH followed by 2 thru 16, followed by Y(T).
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Model(s) 1.25, followed by -2 thru -16, followed by AB or AWB

Model(s) 51146 or FI-S, followed by -2 thru -16, followed by AB or AWB

Model(s) A5001, followed by -2 thru -7, followed by Y, Y(T), AD or AWD

Model(s) B2501-LHE, A2004-LHE, A4203-LHE, PHR-LHE, PHD-LHE, CH2.5-LHE, DF11-LHE, PHSD-LHE, A5001-LHE, 35155-LHE,
35156-LHE, 5195-LHE, 5196-LHE, followed by 2 thru 16, followed by Y(T)

Model(s) BHS-LHE, SMH250-LHE, SMH200-LHE, L6.2-LHE, 1806-LHE, 2060-LHE, 2541-LHE, JC15-LHE, XHD-LHE, followed by -2,
followed by A(T), or Y(T)

Model(s) JWPF-LHE, B2541-LHE, NV-LHE, DV-LHE, SGN-LHE, SJN-LHE, SDN-LHE, SIN-LHE, 35150-LHE, 35151-LHE, 35180-LHE,
35182-LHE, 35524-LHE, 35965-LHE, RCY-LHE, LC-LHE, VR-LHE, SHJ-LHE, SHL-LHE, DF19-LHE, ACH-LHE, DF13-LHE, IL-Z-LHE,
51146-LHE, SATA-LHE, XSR-LHE, SUR-LHE, SUH-LHE, ZE-LHE, ZND-LHE, ZPD-LHE, A1502-LHE, SFH-LHE,51004-LHE, PUD-LHE,
A20010-LHE, 35507-LHE, DF3-LHE, PND-LHE, RE-LHE,RA-LHE, RF-LHE or A3963, followed by -2 thru -15, followed by Y(T), YB(T)
or YC(T), A, A-K, AW, AW-K, AD, AD-K, AWGD, AWGD-K, AQ, AQ-K, AWQ, AWQ-K, AD(BH) or AD(BH)-K.

Model(s) PH, followed by -2 thru -16, followed by AB or AWB

Model(s) PHB, SZN-LHE, SAN-LHE, JC20-LHE, EH-LHE, EI-LHE, EL-LHE, S-EL-LHE, followed by 2 thru 16, followed by AWD, A, AW

Model(s) PHB, SZN-LHE, SAN-LHE, JC20-LHE, EH-LHE, EI-LHE, EL-LHE, S-EL-LHE, followed by 2 thru 16, followed by Y(T)

Model(s) PHB, XH, XHB or XHBD, followed by -2 thru -16, followed by AB or AWB.

Model(s) RAST 5-LHE TAB HEADER ASSY , TH, Vertical, Cat. Nos. 1969738-LHE,1969740-LHE, 1971845-LHE, 1971846-LHE,
1971895-LHE, 1971896-LHE, 1971946-LHE thru 1971949-LHE, 1971954-LHE thru 1971957-LHE, 2232008-LHE thru 2232011-LHE,
2232000-LHE thru 2232003-LHE, 2232016-LHE thru 2232019-LHE, 1971962-LHE thru 1971965-LHE, 2232024-LHE thru 2232027-
LHE, 2232289-LHE thru 2232292-LHE, 2232043-LHE thru 2232074-LHE, 2232298-LHE thru 2232301-LHE, 2232511-LHE,
2232532-LHE, 2232557-LHE, 2232559-LHE, 2232560-LHE, 2232562-LHE, 2232563-LHE, 2232565-LHE, 2232566-LHE, 2232568-
LHE, 2232569-LHE, 2232571-LHE, 2232572-LHE, 2232574-LHE, 2232575-LHE, 2232577-LHE, 2232578-LHE, 2232580-LHE,
2232581-LHE, 2232583-LHE, 2232584-LHE, 2232586-LHE, 2232587-LHE, 2232589-LHE, 2232590-LHE, 2232592-LHE, 2232593-
LHE, 2232595-LHE, 2232596-LHE, 2232598-LHE, 2232599-LHE, 2232601-LHE, 2232602-LHE, 2232604-LHE, 2232605-LHE,
2232607-LHE, 2232608-LHE, 2232611-LHE thru 2232682-LHE, 2292457-LHE, 2292458-LHE, may incorporate prefix and/or suffix
number.), followed by -2 thru -7, followed by Y, Y(T), AD or AWD.

Model(s) SY, followed by -2, followed by Y, Y(T), A or A(T)

Model(s) SYP, SYR, BH4.0-LHE, A10001-LHE, A7501-LHE, A8001-LHE, C2541-LHE, C2542-LHE, D250R-LHE, D280K-LHE, D300R-
LHE, D350R-LHE, D400B-LHE, D430R-LHE, D470G-LHE, D480J-LHE, D480K-LHE, D480N-LHE, D480Q-LHE, D520H-LHE, D520K-
LHE, D520Q-LHE, D620G-LHE, D630J-LHE, D630N-LHE, D630Q-LHE, D700G-LHE, F001-LHE, F002-LHE, HIF3-LHE, MC100-LHE,
MC100-LHE, ME020-LHE, ME010-LHE, F2541-LHE, D2301-LHE, 1719057-LHE, 1719059-1-LHE, P0011-LHE, P0012-LHE, P0013-
LHE, C6001-LHE, D2201-LHE, D2202-LHE or P0001-LHE, followed by -2, followed by Y, Y(T), A or A(T).

Model(s) VL-LHE , YL-LHE, SL-LHE, FL-LHE, YHD200-LHE, HA-LHE, LGC-LHE, JR-LHE, SP-LHE, 5025-LHE, followed by 2, followed
by 1 thru 12, followed by A(T), Y(T), A2 or AW

Model(s) VL-LHE, YL-LHE, SL-LHE, FL-LHE, YHD200-LHE, HA-LHE, LGC-LHE, JR-LHE, SP-LHE, 5025-LHE, followed by 2 thru 12,
followed by A(T), Y(T), A2 or AW

Model(s) XHD, XHE or XHQ, followed by -2 thru -15, followed by Y(T), YB(T) or YC(T), A, A-K, AW, AW-K, AD, AD-K, AWGD,
AWGD-K, AQ, AQ-K, AWQ, AWQ-K, AD(BH) or AD(BH)-K.

Model(s) ZH, followed by -2 thru -16, followed by AB or AWB

Model(s) ZHR-LHE, SH-LHE, GH-LHE, NH-LHE, C1251-LHE, DF14-LHE, 5501-LHE, 75416-LHE, 543-LHE, followed by 2 thru 16,
followed by AWD or A

Model(s) ZHR-LHE, SH-LHE, GH-LHE, NH-LHE, C1251-LHE, DF14-LHE, 5501-LHE, 75416-LHE, 543-LHE, followed by 2 thru 16,
followed by Y(T)

Marking: Company name or trademark , model designation and the Recognized Component Mark,

on the device or carton.

Last Updated on 2020-02-20
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